
 

DISASTER TENT 16.5 m2 (TOP 

PVC) 
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Front 
Door H: 
200 cm 

Stove 
Output Ø 
30cm 

Window 
30x74cm 

 

Kızılay Çadır ve Tekstil A.Ş. Türk Kızılayı Cad. No:3/E Etimesgut-ANKARA 

Tel: +90 (0312) 293 63 00 Faks: +90 (0312) 293 61 05 info@kizilaycadirtekstil.com.tr  

www.kizilaycadirtekstil.com.tr 

kizilaycadirtekstil kizilaycadirtekstil KizilayCadirTekstil Kızılay Çadır & Tekstil 

MATERIAL INFORMATION 
SIDE WALLS AND DOORS 530 g / m2 100% cotton tarpaulin with waterproof and flame resistant properties  

INNER LINING 350 g / m2 felt with a strong flammability property 

CEILING, FLOOR AND SKIRT 435 g / m2 100% cotton tarpaulin with waterproof and flame resistant properties 

THE CARRIER FRAME 6063/TS A1Mg5Si 0.5 anodized aluminum pipes 

INTERCONNECTS AND DECOUPLES Polyamide plastic fasteners with 20% rubber additives  

INSTALLED DIMENSIONS 
CENTER HEIGHT 255 cm 

SIDE HEIGHT 193 cm 

DOOR HEIGHT 200 cm 

WIDTH x HEIGHT 410 x 405 cm 

FLOOR SURFACE AREA 16.5 m2  

PALLET INFORMATION 
NUMBER OF TENTS IN 1 PALLET (205X205) 20 Pcs 

NUMBER OF PALLETS IN 1 TRUCK 6 Pallets 

NUMBER OF PALLETS IN A 20-FOOT 
CONTAINER 

2 Pallets 

NUMBER OF PALLETS IN A 40-FOOT 
CONTAINER 

5 Pallets 

PACKAGE INFORMATION 
TENT PACKAGE DIMENSIONS W: 45cm L:210cm H:50cm 

FRAME AND PILE WEIGHT OF THE SADDLE 
BAG 

~38 kg 

THE WEIGHT OF THE UPPER TENT ~23 kg 

THE WEIGHT OF THE INNER LINING AND 

PVC BASE 
~21 kg 

TOTAL WEIGHT ~82 kg  

OTHER 

 Dimension Piece 

WINDOW 30 x74 cm 2 Pieces (1 piece on the side walls) 

DOOR H: 200 cm 2PCS (Front and back side) 

STOVE OUTPUT Ø 30 cm 1 Piece (In the hall part of the front 

door) 

Please Read the QR Code for the Pitching Video. 

mailto:info@kizilaycadirtekstil.com.tr
http://www.kizilaycadirtekstil.com.tr/

